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PLOTTED

NOTE BOOK

NO.

$TD. 308.118

Standard frame and lid

D

NOT TO SCALE

Alternate #1 external

8TD. 407

Finlshed grade

NOTES:

1. Awater service shall be installed to
sarve each adjoining iot, tract of land,
or building site.

2. Water services shall exterst 1o the
curb box.

3. The minimum size water service shall
be 1" copper watartuhs, Typa K.

4. Al copper connections shall be made
With & Rared joint.

5. Sarvice taps 1" In size shall be made
with & corporation stop,

B Sarvice taps greater than 17 upto
and including 2" shali be made withva
stalniass steel tapping slesve and
8 corporation stop.

Lid flush
with grade ™

56"
min.

50 min.

Min. distance between
taps or joints
shall be 2!

NOT TO SCALE

Service taps larger than 2" in size shal use a
staintess steal tapping sieeve and a tapping vaive.

~

8. Ali copper watsr sorvices shall be tumed off,
and left water tight by crimping or plugging the end.
The ond of the sarvice shall be marked with a 2°x4™8"
board. The top 2' of the board shall be paintad blue.
. All water services shall be covered witha
minimum of 1* of FA-6.
10, Services within the right-of-way shall then be backfilled
with CA-6 to within 1 of the finished grade.

©

41, Curb stops shall be furnishod and installed for sach
water service.

12, Curb stops shall ba round-way type, Muslier Ori-Saal or
approved equal, st on a flat concrate biock, 12°x12°x1°.

13.  Curb boxes shall be of the Buffalo screw type, with an
arch-type saddie. They shall be slaked in place ta assura
permanent alignment, and marked with a 2"x4”x8' board.
The tast 2 of the hoard shell be painted blue.

4. Curb box lids shall contain the word "Watar®,
15, Curh boxes shall not be located i any sldewalk or driveway.

. chimney seal
]
4" min.
[ | *3‘
Allernate #2
internal
- chimney
P seal All new, and any existing sanitary sewer manholes

requiring adjustment, or reconsiruction shali be
provided with an external or intemal
chimney seal. (Cretex or approved equal)

R ]
The seal shall extend a minimum of 4" below
any adjusting rings and shall clamp
onto the manhole frame and cone.

i 3
REVISIONS MVILLAGE OF ADDISON

CHIMNEY SEAL o g
R. ESPEDIDO, P.E., VILLAGE ENGINEER
§TD. 4021 NOT TO SCALE
58 e o
Pnished
Mag-a-ug retalnar giands (typical} | 0 | 0D otSawer | a
T T M.J. offaet
i

NOTES;

1. Meg-a-lug retainer glands and thrust biocking shafl be used at all ftings and Jokts.
2.A0 ' i n the

3. Watermains shalf only be ralsed a maximurm of 18 when using M.J. offset fitings:

4. Type 1 relocat
oF greater below Anished grade.
5T 1l ratocatios i

S Existing watermain

ed sewsr.
tions shall only be used wher the 10p of the ricoated watermin is 56"

ns require the proposed sewer to be installed in pressurs ratad pipe

ype
(Cfass 52 D.LP., SDR-26 PR pipe, R.C.P. with O-ring joints) between manholes, o

encased in & bRuMING|

s costed sisel casing pipe, exisnding a minimura of 20

cantared o the watermain.

outslde only.

A.  Tap service piping B.  Corporation stop
prestdni copper tube Muetar or
L awater fight phug Type K 1 dia. min. approved equal
Placa on B
i undisturbed ground
Wator maln Conirete block Sud stop. Musler REVISIONS VILLAGE OF ADDISON
spproved equal 5/98 APPROVED: 2/2/9%
R. ESPEDIDO, P.E., VILLAGE ENGINEER
STD. 408 NOT TO SCALE
Notes:
1. Valve vaulis shall be precast reinforced
3 JOINT DETAIL concrete units, conforming to ASTM C-478.
>
g 2. Openings through which pipes en’xe!' the
-4 valve vault shalf be blocked shut using solid
H N ) concrete blocks, non-shrink or hydraulic
1, o grout. Cover the grouted area with 2
Finish grade o
GL . bituminous water proofing compound on the
Concéntric T

W cone |

g P

Precast sections shall be set in a full bed

of HMA mastic, or two continuous rows

of pre-formed, bituminous mastic material

{E-Z Stick or approved squal) to pravent inflow.

Intarior joints are to be dressed up with
non-shrink or hydraulic grout.

s ¢l Pracast rainforcad
0 - concrete unit

STD. 411
FIRE HYDRANT SPECIFICATIONS:

2. Intel connection - 6" flanged
3. Main valve apening - 5 1/4”
4. Hose nozzles - (2) 2 1/2
6. Purnper nozzie - 4 172"
6. Thread pattem - National standard
7. Auxliary valve - 6*
Resilient Wedgo Gate Valve

P
L

1. Fira hydrant - Clow-Eddy F-2840 with breskaway fiange.
NOTES: 1.

24
.y fRCOMIMENded back
of curb.
/‘%\\—cmmy F2640
Fise hydrant

Washed crushed
stonie or

coarse gravel

{1 cuyd. min.}

NOT TO SCALE

Al fire hydrants shall be paintad ysliow
{Dura-King Supreme #457-57 School Bus Yellow
Truck, Tractor, and implement Enamel)

2. The firg hydrant shall open by tuming
1o the Ieft {counter clockwiga).

3. Alinozzies shall be fitted with cast iron
threaded caps securely connected to the fire
hydrant with chain.

4. Altfire hydrants shell be installed with
a locking hydrant tee, and thrust blocking
instalied behind the hydrant fea.

5. Alayer of filter fabric chell bo inctalied
over the drain field.

6. Fire hydrants shail ba seton a
12"x12"x8" solid concrete block, and a thrust
block positioned behind the fire hydrant.

7. Poured in place concrete blocking will
not be allowed.

8. Aminimum of 1 cu.yd. of washed gravel shall
be piaced araund the fire hydrant.

9. The fire hydrant and suxifiary vaive shall
be staked in place to assure permanent alignment.

10.  Fire hydrants shall be instalied in such

a manner that the pumper connection facas

the strest.

11. The auxiliary valve shall be boited directly 1o
tho loaking hydrant too.

T 14T

L

i
T I
of the sidewalk.

Grooved contraction

Grooved contraction joints to
extend to 1/4 the thickness

“—Solid concrets
thrust block

Restert 1 REVISIONS VILLAGE OF ADDISON

black 2/97 | 5/98 | approveD: 2/2/94
FIRE HYDRANT = - ]

R. ESPEDIDO, P.E., VILLAGE ENGINEER
STD. 801A NOT TO SCALE
NOTES:

1. Concrete shall be Ciass X, 6 bag mix,
with a compressive strength of not less
than 3,500 P8I

2. Sidewalks shall have a minimum
thickness of 5°.

3. Sidewalks across driveways shall have a
minimum thickness of 6",

4. Sidewalks shall be placed on 3"
of compacted sub-base.

5. 3/4" expansion joints at 30'
on genters,

6. Grooved contraction joints at
5' on centers.

7. Slope sidewaik 1/4" per foot in the
direclion of drainage.

Grout joinis
At # 8. Public sidewalks shall be a minimum
3" compactsd I3 of 5" wide.
GOV A8 L 9. Private residential service walks
o\ hall b inij of 3" wide.
1€ min. fwoa‘;f)"'“mm Wp——“ Undisturbed Al # 2 l_ - ‘] N S e & mintmum ‘wide.
on centers 5‘“";”;(‘)?"
block 12 siab
REVISIONS VILLAGE OF ADDISON & min. ticknass REVISIONS VILLAGE OF ADDISON on centers REVISIONS VILLAGE OF ADDISON
859 APPROVED: 2/2/9¢ VALVE VAULT 303 APPROVED; 2/2/94 LS APPROVED: 2/2/8%
WATERMAIN RELOCATION e (Wator tight) § SIDEWALK - SHEET 1 OF 2 i
R. ESPEDIDO, P.E., VILLAGE ENGINEER g R. ESPEDIDD, P.E., VILLAGE ENGINEER R. ESPEDOO, P.E. VILLAGE ENGINEER
STD. 406.4 STD. 410.2 §TD. 5018 NOT TO SCALE
NOT TO SCALE NOTTO SCALE One and two family residential All other driveways
Notes:
1. Valve vaults shail be precast reinforced R.O.W. 344" expanstony [~ ROW. 4
JOINT DETAILL congrete units, conforming to ASTM C-478. \ joint T~ i
& min. frorm 2. Openings through which pipes enter the - —————— i
. d . t t
@ of opereting valve vault shall be blocked shut using solid 5 mil | Minimum a,,/ o N N
nitto inside concrete blocks, non-shrink or hydraulic min. | thick ¢ Minimum & tick , Sidewalk
of frame grout. Cover the grouted area with a *
) bituminous water proofing compound on the -
et grade outside oy, Contrelaor pians -
3. Precast sections shall be set in a full bed asphatt
of HMA mastic, or two continuous rows
58 of pre-formed, bituminous mastic material
rmin, (E-Z Stick or approved equal) to prevent inflow. STREET
Alt. 2 Brace Plug Variablo 4. Interlor joints are to be dressed up with
Against undisturbed garth Seoion A non-shrink or hydraulic grout. f [)
ection - 5" min. Sidewalk abutting curb and
1, omoet blociks sl e matie of 42* ek precast concrol biocks, d 5. Pressure connections shall be made with & 7 min. ] gutter that is s
" Poured In mads precast concrt biocks. Stalniess stesl tapping sieeve stainless stee! tapping sieeve (Rockwell . wheel stop shall be a
place concrete shall not be permitted without 662, 863, or 4 /od equal). Tappin ! 2 . A
prior approval from the inspactor. , 663, or approved egual). Tapping . L S minimum of 7' wide.
- Precast reinforced valve to be a resilient wedge gate valve. i i
2. Theust blocks shall be installed at ali tees and bends of concrate unk . )
5 11114 degrees and greater. ] P f Siope 114" perfoot v a4 expansion font
3. Thrust blocks shall be instelied gainst undisturbed sof. Som pace ~ At #1 i J U r—“‘_“‘“‘“““‘ ]
4. Concrete shall be 3000 PS (min.). & compactad | [
5. Poured concrate shall be piaced in such @ manner that pips | ,‘
and fittings will be accessible for repaire. Undisturbed I — Granular sub-bags. -
) X sarth At #2 | Lo
8. Al joints requiring thrust blocking shall also use Meg-a-Lug N !
reiainer glands. Solid concrete Conorete thust block Procast renforcad !
biock full widtn congrete siab H
REVISIONS VILLAGE OF ADDISON of siaave 6" min. thickness REVISIONS | VILLAGE OF ADDISON ! REVISIONS VILLAGE OF ADDISON
THRUST BLOCK INSTALLATION [ " PRESSURE CONNECTION VAULT fi™— 2 SIDEWALK - SHEET 2 OF 2 T
R. ESPEDIDO, P.E., VILLAGE ENGINEER (Water tlght) R ESPEDIDO. PE. VLLAGE ENGNEER R, ESPEDIDO, P.E., WLLAGE ENGINEER
FILE NAME = USER NAME_= yer DESIGNED - PEAB REVISED paverm M iy SECTION counTy | JITAL | SHEET
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